ROYAL
TECHNOLOGY

Technology Background

PVD hard Chrome deposition with magnetron sputtering technology which is an advanced coating solution
to replace the wet chrome electroplating process. Compared with thermal evaporation coating, sputtering
deposition's film has better adhesion and much harder performances

Royal Technology provides 3 standard machines to satisfy different productivity's demand:

RTSP 900, capacity 1 piece: small size, mostly for repairing service

RTSP1 400— PLUS RTSP-Chrome Coating on Automotive IndUStry RTSP1400, capacity 4 pieces; medium size, for small scale of manufacturing
Eﬁ?ﬁ?ﬁﬂiﬁﬁfﬁ%&ﬁ ’? i‘)IJ{E"JEZFﬁ RTSP1800, capacity 8 pieces; big size, for vehicle wheels massive production
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Main Features F=E4FHiF

Green technology, environmentally friendly process
PVD Chrome wheel is 80% lighter than chrome plated wheels
PVD Black Chrome / PVD Bright Chrome / PVD Neo-Chrome finishings can be generated
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PVD Protects The Environment, Saves Our Blue Planet
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Technical Specifications
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Description

For Car Wheels
RTSP900

For Car Mirror
RTSP1400-PLUS

For Car Wheels
RTSP1400

For Car Wheels
RTSP1800

Targets Aavailable

Chrominum, Aluminum, Stainless Steel, Copper,

Brass, Titanium, Silver etc

Capacity

Max.4.86sgm Max.size:27" x 1 Unit

Max.size:25" x 4 Units
Max.size:27" x 2 Units

Max.size:22'x 8 Units

Deposition Chamber

®1400 * H1600mm ®900 * H200mm

$1400 * H1600mm

$1800 * H1800mm

Load Diameter(Max.)

6*d360mm 1 axis

1 axis

4 axes * $560mm

Load Height(Effective)

1200mm 700mm

1100mm

1400mm

Deposition Sources

4 sets cylinder sputter 2 sets planar sputter

2 sets planar sputter

2 sets planar sputter

1 set planar sputter W125*L.850mm W125*.1350mm W125*L.1650mm
Sputtering Power Max. 40KW Max. 30KW Max. 40KW Max. 60KW
Operation & Control System CE standard

Mitsubishi PLC+ Touch Screen
Operation Program with backup

These configurations are the standard. For a specific developing market and new special coatings, customized configurations and modifications are

available on request.
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HERERRIA ®1400 * H1600mm $900 * H?200mm ®1400 * H1600mm ®1800 * H1800mm
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1 X SEERER W125%L850mm W125*L1350mm W125*L1650mm
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